
 

  

Rückschlagventil 
 
check valve 

AAC-Series 

Technische Merkmale 

AIRTECH AAC Rückschlagventile 
sind für den Betrieb mit 
AS. Seitenkanalverdichtern 
optimiert und werden 
montagefertig geliefert. Der 
Rohrleitungsquerschnitt bleibt 
nahezu unverändert was für 
einen deutlich geringeren 
Druckverlust im Vergleich zu 
herkömmlichen Rückschlagventilen 
sorgt. 
 
AAC Rückschlagventile sind in 
verschiedenen 
Werkstoffausführungen verfügbar: 
Aluminium (AAC40…-0-0) oder 
Stahl (AAC40…-1-0) oder auf 
Anfrage. 
 
 geringer Druckverlust 

 geringes Gewicht 

 stabile Metallausführung 

 einfache Montage 

 kompakt 

Technical Features 

AIRTECH AAC check valves 
are optimized for AS. side 
channel blower operation and 
delivered ready to mount. Full 
bore of your pipe stays 
unobstructed which results in 
a notably lower pressure drop 
compared to conventional 
check valves. 
 
 
 
AAC check valves are 
available in different materials: 
aluminum (AAC40…-0-0) or 
carbon steel (AAC40…-1-0) 
or others on request. 
 
 
 low pressure drop 

 light weight 

 rugged metal construction 

 easy to mount 

 compact 

AAC40100 – AAC40500 



 

 

 

 

Abmessungen in mm.  / Dimensions in mm. 
 

Typ / Type A B C Größe / Size

AAC40100-.-0 33 145 41 1"

AAC40125-.-0 42 146 51 1,25"

AAC40150-.-0 48 146 58 1,5"

AAC40200-.-0 60 146 71 2"

AAC40250-.-0 72 146 84 2,5"

AAC40300-.-0 88 146 99 3"

AAC40400-.-0 113 171 124 4"

AAC40500-.-0 141 197 155 5"

Abmessungen / Dimensions 

 

Technische Änderungen vorbehalten 
Technical changes reserved www.airtecheu.com AAC40100-40500-GER_16/05 

 

AAC-Series 

AAC40100 – AAC40500 
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