
 

  

Montagefüße / Federelemente 
 
mounting feet / stud mounts 

AAC-Series 

Technische Merkmale 

AIRTECH AAC Zubehörteile 
sind optimal auf Ihren ASC / 
ASP / ASV Seitenkanalverdichter 
abgestimmt und werksseitig 
geprüft. 
Sie können wahlweise für die 
horizontale oder vertikale 
Montage der 
Seitenkanalverdichter 
eingesetzt werden. 
 

• optimal abgestimmt 

• werksseitig geprüft 

• dämpft Vibrationen und 
Geräusche 

• beidseitiges Gewinde 

• einfache Montage 

• NBR 55° Shore A 

• kompakt 

Technical Features 

AIRTECH AAC accessories 
are optimized for your ASC / 
ASP / ASV side channel blower 
and approved by the factory. 
They can be used for 
horizontal or vertical 
mounting of the side channel 
blowers. 
 
 
 
• optimized for ASC 

• factory approved 

• absorbs vibrations and 
noise 

• both sides threaded 

• easy to install 

• NBR 55° Shore A 

• compact 

AAC51010 – AAC51075 AAC50010 – AAC50075 



 

 

 

 

Abmessungen in mm / Dimensions in mm 
 

AAC-Series 

Abmessungen / Dimensions 

 

Technische Änderungen vorbehalten 
Technical changes reserved www.airtecheu.com AAC50010-51075-GER_19/04 

 

AAC50010 – AAC50075 

AAC51010 – AAC51075 Abmessungen / Dimensions 
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Abmessungen in mm / Dimensions in mm
 

Typ / Type Ød h g l t für / for

AAC51010 10 10 M4 10 4  ASV0027, 0035

AAC51025 25 20 M6 10 6  ASC0055, 0080, 0105, 0140, 0180 / ASP0045, 0065, 0085 

AAC51030 30 20 M8 13 7  ASC0210, 0270, 0280, / ASP0120, 0165

AAC51050 50 30 M10 18  7  ASC0315, 0415, 0495

AAC51075 75 40 M12 17 10  ASC0530, 0700, 0880, 1050, 1370, 1950, 2050
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Typ / Type Ød h g l für / for

AAC50010 10 10 M4 10  ASV0027, 0035

AAC50025 25 20 M6 10  ASC0055, 0080, 0105, 0140, 0180 / ASP0045, 0065, 0085 

AAC50030 30 20 M8 13  ASC0210, 0270, 0280, / ASP0120, 0165

AAC50050 50 30 M10 18  ASC0315, 0415, 0495

AAC50075 75 40 M12 17  ASC0530, 0700, 0880, 1050, 1370, 1950, 2050
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