
 

  

Vakuummeter/Manometer 
 
Vacuum/pressure gauge 

AAC-Series 

Technische Merkmale 

AIRTECH AAC Vakuum-/Manometer 
sind optimal auf Ihren AIRTECH AS. 
Seitenkanalverdichter abgestimmt 
und für den industriellen Einsatz 
geeignet. 
 
 
AAC Vakuum-/Manometer sind 
einsetzbar für Vakuum-(AAC61025, 
AAC63025) oder 
Druckanwendungen (AAC62025, 
AAC64025). 
 
 
 solide Bauweise für den 

industriellen Einsatz 

 Gehäuse aus CrNi-Stahl 

 korrosionsfrei 

 für gasförmige, trockene und 
nicht aggressive Medien 

 optimierter Anzeigebereich  

0 ... 600 mbar 

 kompakt, DN 63 

 Glyzerinfüllung kundenseitig 

möglich 

Technical Features 

AIRTECH AAC vacuum/pressure 
gauges are optimized for your 
AIRTECH AS. side channel blower 
and suitable for industrial use. 
 
 
 
AAC vacuum/pressure gauges are 
useable in vacuum (AAC61025, 
AAC63025) or pressure 
(AAC62025, AAC64025) 
applications. 
 
 
 robust design for industrial 

use 

 stainless steel casing 

 corrosion resistant 

 for gaseous, dry and non- 
aggressive media 

 optimized range  

0 ... 600 mbar 

 compact DN 63 

 optional glycerin filling by 
customer 

AAC61025 – AAC62025 AAC63025 – AAC64025 



 

 

 

 

Abmessungen in mm  / Dimensions in mm 
 

Typ / Type DN
Messbereich / 

range
A B C D E F für / for

AAC61025_600 63 -600 ... 0 mbar 68 29 90 G 1/4" 14 13 ASC... / ASP...

AAC62025_600 63 0 ... 600 mbar 68 29 90 G 1/4" 14 13 ASC... / ASP...

AAC63025_600 63 -600 ... 0 mbar 68 29 56 G 1/4" 14 13 ASC... / ASP...

AAC64025_600 63 0 ... 600 mbar 68 29 56 G 1/4" 14 13 ASC... / ASP...

Abmessungen / Dimensions 

 

Technische Änderungen vorbehalten 
Technical changes reserved www.airtecheu.com AAC61025-64025-GER_16/10 

 

AAC-Series 

AAC61025 – AAC62025 
(vertikal / vertical) 

 

AAC63025 – AAC64025 
(horizontal / horizontal) 
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